19990419.ba v02_n509.bam.990419

>From ???@??? Tue Apr 20 01:28:06 1999
Message-Id: <199904191858.NAA20374@sco.theporch.com>
Date: Mon, 19 Apr 1999 13:58:34 CDT
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 2509

			    BOATANCHORS Digest 2509

Topics covered in this issue include:

  1) Drake CC-1 Converter Console w/ SC-2 Converter & PS
	by Robert Lawson <lawson_r@popmail.firn.edu>
  2) NCX-3 instead of HW-101?
	by "Wayne & Deb Harrah" <harrah@ia.net>
  3) Re: RK20/804 ET AL
	by Scott Robinson <spr@earthlink.net>
  4) Re: Oddball battery plug
	by Scott Robinson <spr@earthlink.net>
  5) Much Ado About Nohing
	by k5jv@vonl.com (Lon W. Cottingham)
  6) tune up 30L-1
	by k5jv@vonl.com (Lon W. Cottingham)
  7) WTD: Info on Heath C1
	by "Richard W. Solomon" <w1ksz@tiac.net>
  8) HT-9 remembered
	by thompson@mindspring.com
  9) Tymeter clock found
	by thompson@mindspring.com
 10) DX!
	by "Roberta J. Barmore" <rbarmore@indy.net>
 11) German Phones and NM-20
	by don merz <71333.144@compuserve.com>
 12) KW202 & KW2000E
	by Engbert.Oord@jet.uk (Engbert Oord)
 13) RE: old ARINC HF rig
	by Hue Miller <kargokult@proaxis.com>
 14) Re: Loktals
	by Hue Miller <kargokult@proaxis.com>
 15) RE: Loktals
	by "Jim Berry" <basalop@gte.net>
 16) Annual Request: FPM-200 owners update
	by Jim Garland W8ZR <4CX250B@miavx1.acs.muohio.edu>
 17) Re: old ARINC HF rig
	by Dan Arney <kn6di@groupone.net>
 18) Re: tube mobile, NCX-3
	by Al Parker <anchor@coastalnet.com>
 19) Re: Loktals
	by "Joseph W. Pinner" <kc5ijd@sprintmail.com>
 20) Re: Receiver Multicouplers
	by Clark Thompson <cmthomp1@facstaff.wisc.edu>
 21) Waters Compreamp
	by w1nml@juno.com
 22) FS and wanted: manuals for Kenwood TS-820S
	by Avery Comarow <acomarow@usnews.com>
 23) Belton Fest
	by "Spencer Petri" <wa5jci@flash.net>
 24) Re: Loktals
	by John Shriver <jas@shiva.com>

----------------------------------------------------------------------
Date: Sun, 18 Apr 1999 10:56:49 -0400
From: Robert Lawson <lawson_r@popmail.firn.edu>
Subject: Drake CC-1 Converter Console w/ SC-2 Converter & PS
To: Old Tube Radios <boatanchors@theporch.com>
Cc: baswaplist@foothill.net
Message-id: <3719F2B1.4E9C@popmail.firn.edu>
MIME-version: 1.0
Content-type: text/plain; charset=us-ascii
Content-transfer-encoding: 7bit

Fellow BA'ers:

I have for sale a Drake CC-1 converter console with a Drake SC-2 two
meter converter and matching power supply. Original manuals included.
It has been in storage for the last 20+ years. Time to give it a new
home.

$250.00 shipped CONUS

73 Robert W4RL Pensacola

------------------------------
Message-ID: <036601be89e2$3ed1bea0$46ede6ce@default>
From: "Wayne & Deb Harrah" <harrah@ia.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: NCX-3 instead of HW-101?
Date: Sun, 18 Apr 1999 16:26:53 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	charset="Windows-1252"
Content-Transfer-Encoding: 7bit

All,

I have a LOCAL close-friend who is willing to sell me a VERY NICE (and)
working NCX-3 "for a song" (pretty literally), and all I got to do is come
up with an NCXD 12V power supply for IT.  He already has the correct mobile
mount, screws and everything.  (He bought the rig, including speaker and
115V p.s. just to get the speaker housing to go with his HRO-500.  So, he
keeps the speaker, I get the rest for almost nothing, really.

Can anybody help me out in finding a 12V p.s. for this rig?  As his rig
already is set to go otherwise (looks beautiful to boot) this route might be
cheaper than setting up the HW-101.  (I'm not a carpenter by trade at all.)
The silver/chromed finish looks nicer in my truck's RED interior, too.  I
think that is the direction I am gonna go.

No "war stories" received yet on TUBE-TYPE HF mobile experiences (any
variation of brands is ok), so I assume everyone has been in church and then
picnicing with the family, AS THEY SHOULD BE...  :)  Therefore, I can be
patient (and hopeful) in waiting for any advice anyone has....

Best regards,


Buzz (Wayne) Harrah, ke0ms
http://www.ia.net/~harrah
mailto:harrah@ia.net (home)
mailto:Wayne.Harrah@mci.com (work)

------------------------------
Message-Id: <v03007803b340009808dd@[208.255.75.229]>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Date: Sun, 18 Apr 1999 13:36:57 -0800
To: Old Tube Radios <boatanchors@theporch.com>
From: Scott Robinson <spr@earthlink.net>
Subject: Re: RK20/804 ET AL

>At 07:42 PM 4/17/99 -0500, K4AOH wrote:
>>
>>
>
>Hi Bobbi -
>
>RCA Tube Manuals....
>
>RC-13 - 1937 - Cutaway of an all-metal tube with a plate cap!
>
>RC-14 - 1942 - Cutaway of an all-metal tube w/out plate cap.
>

Snip, snip

and Scott appends:

RC-12  Cutaway of old style glass tube with pinch

Regards,



Scott Robinson
spr@earthlink.net

Junque is GOOD for you!

------------------------------
Message-Id: <v03007802b33fff95cbe1@[208.255.75.229]>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Date: Sun, 18 Apr 1999 13:32:09 -0800
To: Old Tube Radios <boatanchors@theporch.com>
From: Scott Robinson <spr@earthlink.net>
Subject: Re: Oddball battery plug

Bopb and the gang,

Best sway to get one of these is to buy an old, dead AB battery.  That's
what I did.


Peace,

/scott

Hi All,
>
>I've got a request which will probably involve digging down to the
>bottom-most layers of the junkbox, but I'd sure appreciate it!
>
>I'm looking for a 4-pin connector that was used to plug-into old "AB" type
>batteries, like the Cinch-Jones 5AB1.  The four pins are arranged in a
>trapezoid-shaped pattern.  It's nothing but a piece of phenolic about 5/8"
>diameter, with the four pins sticking out.  I could use two of them, if
>anyone hung onto these oddballs!
>
>Thanks and 73,
>Bob W9RAN


------------------------------
Message-ID: <045c01be89e9$a7135580$a20adfd0@kingwoodcable.com>
From: k5jv@vonl.com (Lon W. Cottingham)
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Much Ado About Nohing
Date: Sun, 18 Apr 1999 17:20:22 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Greetings to all,

        Beauty is in the eye of the beholder, and so is tube "distortion",
at least to some degree.  3rd and 5th order distortion products can be
easily measured and are generally, not always, listed in the tube
manufacturer data sheet.  This has absolutely nothing to do with parasitic,
as one gentlemen mentioned in an earlier post.  Practices are caused by
stray capacitance and inductance  in, and around, the components of the
circuit.  You can work until the "cows come home" and you can not totally
rid a circuit of these strays.  You can minimize them by careful design, but
you can never, by definition, rid a circuit totally of strays.  When, by
chance,  the combination of stray inductance and capacitance  in the output
circuit happens to equal, or be close, to a similar combination  of strays
in the input circuit, we have a practice oscillation at best, or the "big
bang" at worst.  This is why amplifier designers go to great lengths to
design and build low-Q  practice suppressors.  This is not distortion and
really should not enter into this discussion (maybe next week).

        Take a look at the manufacturers data sheets for the tubes in
question.  I do not happen to have a data sheet for the 572B, so I am using
the data from the 3-500Z.  Generally speaking, the higher the plate voltage,
the lower the distortion products.  Eimac data shows the best 3rd order
product to be achieved with only 1,500 volts on the plate.  Sense this
voltage is to  low for  reasonable efficiency,  we must look at higher
operating voltages. The chart shows 3rd order products  to be -38 dB at
2,000 volts and -33 at 2,500 volts.  At 3,000 volts the distortion products
go to  -40 dB and remains there at 3,500 volts.  This gives a total change
of only 7 dB, not very much, in my book.  The important thing to learn from
this is that tubes, generally, operates cleaner at higher voltages then at
lower voltages. (I have always found it amazing that the most common voltage
used with the 3-500Z,  2,500 volts,  actually produces the greatest amount
of distortion products!)

        What does all his have to do with the discussion of whether to run
811A's or 572B's in the 30L-1?  The ARRL handbook shows that the 572B is
designed to run with approximately 1,000 volts higher plate voltage than the
811A.  If the general maxim is true, and I think it is, running 572B's 1,000
volts below their designed operating voltage  will produce higher 3rd and
5th order distortion products than if the 572B's  were operated at their
designed optimum voltage.  The question is, how much higher are these
products and are they high enough to be of concern, as in the example of the
3-500Z above.

        As with most Collins transmitters and amplifiers,  the 30L-1 power
supply is the limiting factor and determines, at lease partially, what tubes
we should run.  I personally believe the new Sventlanta 811A is the tube to
run in the 30L-1.  The original power supply is not capable of running
811A's at their maximum, with rated input.  It frightens me to hear people
talk about running RTTY with a 30L-1.  Despite what Collins may have said in
some of their promotional literature, this amp was never designed to run in
any continuous mode, regardless of what tubes you use or how much external
cooling you add.  I wish those of you who insist on running the 30L-1 in a
continuos duty mode could see some of the amps I get in for repair.

        So, what tubes do I run in my 30L-1?  At present, I have a set of
Sventlanta 572B's in my 30L-1.  This is only because I had them on hand and
did not have a set of 811A's.  If I were to obtain an amplifier that was
designed for 572B's, I would remove this set from my 30L-1 and install them
in the new amp.  I would then order a new set of Sventlanta 811A's for my
30L-1.

        Many people think that they will get more power output from the
30L-1 by installing 572B's.  In some cases, this may be true, but generally
is it not.  If you already have them,  run them and save the cost of a set
of 811A's.  At some point, common sense must be factored into the equation.
It just does not make sense, to me,  to pay twice as much for a set of
572B's, that will not give 1 watt more output, at the same drive level, and
will undoubtedly, increase the amps 3rd and 5th order distortion products.
Let's not forget the most important aspect of our hobby -- to have fun.


73 de Lon Cottingham, K5JV

------------------------------
Message-ID: <047601be89eb$90696a20$a20adfd0@kingwoodcable.com>
From: k5jv@vonl.com (Lon W. Cottingham)
To: Old Tube Radios <boatanchors@theporch.com>
Subject: tune up 30L-1
Date: Sun, 18 Apr 1999 17:34:03 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Greetings to all, again,

        Someone just posted a message about doubling the plate dissipation
with the 572B's and relieving tune-up problems.  Goodness! By now, I thought
that everyone was using some sort of pulser, high-speed keyer, or what ever
to tune up these marginal amplifiers.  I do mean marginal.  That is about
all that can be said about a 30L-1 power supply.

        Save your amp, make a pulser, buy a pulser, use a high speed keyer,
do something to lower the duty cycle during tune up!  MFJ makes two great
models similar to Richard Measures original pulser design.  Those of you who
refuse to do this just generate business for me and other who repair Amateur
equipment.

73 de Lon Cottingham, K5JV

------------------------------
Message-ID: <01BE89CB.8C08B5A0.w1ksz@tiac.net>
From: "Richard W. Solomon" <w1ksz@tiac.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: WTD: Info on Heath C1
Date: Sun, 18 Apr 1999 18:44:36 -0400
MIME-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Content-Transfer-Encoding: 7bit

Found this ancient cap checker at the MIT Flea today. It's so
old they were Condensers back then. Anyone have a manual or
schematic I can copy ??
Tnx, Dick, W1KSZ
ps: BTW, it was quite crowded for the opening day and there were
several B/A's present. CE-100, NC-300, Valiant and some MIL
stuff. Weather was great.

------------------------------
From: thompson@mindspring.com
Message-ID: <010a01be89fe$ff9e1040$029545cf@default>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: HT-9 remembered
Date: Sun, 18 Apr 1999 20:53:10 -0400

I remember W5JHS calling the Gulf Coast Hurricane net with the HT-9.  He was
always loud.  Norm told me bought the rig new in 1947 and he still had it in
1972 although he ran the net on SSB by then.

Dave K4JRB

------------------------------
From: thompson@mindspring.com
Message-ID: <011401be8a00$e6bafdc0$029545cf@default>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Tymeter clock found
Date: Sun, 18 Apr 1999 21:06:46 -0400

I recently was looking for a Tymeter clock to go with my vintage station.
One guy had a clock with the problem I had...the motor hummed but did not
turn.  There were several up on EBAY but the prices went out of sight.  Well
last Wednesday I got one in the mail.  The plastic case was in sad shape but
the member (who asked not to be named) had found it for $5 at a recent
hamfest.  It worked great so I swapped the internals with my broken model.
Now I have one that works great.   Thanks!   I sent him $10 for his trouble
for the clock and $5 for shipping.

I also found a 1 rpm motor I bought at Olsen Electronics in 1974 (remember
them....).  I used it for a prop pitch motor indicator and it was more
accurate than the selyns.  It worked great with the B-29 indicator.  However
the prop pitch kept on going and nearly  sheered the top of my tower off so
I switched to a T2X.  I think the motor will work in the broken Tymeter
clock.

Dave K4JRB

------------------------------
Date: Sun, 18 Apr 1999 21:17:51 -0500 (EST)
From: "Roberta J. Barmore" <rbarmore@indy.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: DX!
Message-ID: <Pine.SUN.3.96.990418210416.14077B-100000@indy1>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII


Hiya!

   A quick and somewhat off-topic note: got called by a G this evening on
20 CW!
   Might not mean much to most folks but in 25 years of off-and-on hamming
from the 9th (lowest per capita WAC & WAZ rates in the US, or next-lowest
at least) call district, I've never worked anyone outside North America
and the Caribbean and was startin' to suspect "DX" was merely a dim
rumour. 
   ...How about that, it's not!  G4LHI is a good guy, and able to pick
some really pipsqueak sigs out of the luminiferous et cetera with
astounding ease.  (Copies excitedly-choppy Morse with the best of 'em,
too, >blush<). 
   I'm happy as can be--not only did I work DX, 'twas from the land where
wireless first went to work.  Couldn't've happened better if it'd been
planned!

   73,
   --Bobbi

KB9GKX "RJ"  rbarmore@indy.net   Roberta J. (Bobbi) Barmore
      FISTS #3388 * G-QRP #10001 * ARRL * RSGB * WIA 
   Appreciator Of Vacuum-Tube Ham Gear and Vintage Keys

------------------------------
Date: Sun, 18 Apr 1999 23:29:29 -0400
From: don merz <71333.144@compuserve.com>
Subject: German Phones and NM-20
To: Old Tube Radios <boatanchors@theporch.com>
Message-ID: <199904182332_MC2-726A-B3C0@compuserve.com>
MIME-Version: 1.0
Content-Transfer-Encoding: 7bit
Content-Type: text/plain; charset=us-ascii
Content-Disposition: inline

Can anyone specifically identify these German military headphones from the
scanty markings? The markings say:
Dfh.a.
42
There is also a triangle engraved in each earpiece with the letters SSN inside
it. Each earliece is also stampled with a yellow eagle and some numbers but the
stamping is smary and I can't make this stuff out.

The headphones have bakelite earpieces with metal shells and ribber earcups.
The headband is metal encased in very thin, crumbling black leather. It has a 
cloth cord terminating in a non-original 1/4" jack.

Any help with those appreciated.

I also eed a manual for a military NM-20B Radio Interference and Field
Intensity Meter made by Stoddart Aircrat Radio Co. Inc. Any infor on this
guy and the companion AC supply would be appreciated.

Thanks.
73, Don

------------------------------
From: Engbert.Oord@jet.uk (Engbert Oord)
To: Old Tube Radios <boatanchors@theporch.com>
Date: Mon, 19 Apr 1999 08:32:04 +0100
MIME-Version: 1.0
Content-type: text/plain; charset=US-ASCII
Content-transfer-encoding: 7BIT
Subject: KW202 & KW2000E
Message-ID: <19990419073842.AAA4455@jetnet-mail.jet.uk>

Goodday 

I have in my possession a KW202 Ham receiver, complete with a manual, 
but it lacks a proper circuit diagram and component list.

Yesterday I obtained a rather tired KW2000E Ham transceiver. One of 
it's former owners had removed all tubes ! except for the 2 finals 
which are encased in a metal cage. What I need to bring this back to 
live is a copy of the manual and the circuit diagram. Unfortunately 
the PSU is missing as well.  

Any help appreciated.

Engbert Oord - M0BRY
Tel   : +44 (0)1235 464996
Fax   : +44 (0)1235 464410
Email : eo@jet.uk 
BoatAnchors : a back breaking affliction.

BoatAnchors are a serious affliction with a detrimental effect on living space.

------------------------------
Message-Id: <3.0.5.32.19990419011345.007cad30@proaxis.com>
Date: Mon, 19 Apr 1999 01:13:45 -0700
To: Old Tube Radios <boatanchors@theporch.com>
From: Hue Miller <kargokult@proaxis.com>
Subject: RE: old ARINC HF rig
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

At 01:51 PM 4/17/99 -0400, ROBERT W. DOWNS wrote:
>Ian & Group,
>The Bendix RTA-1B HF transmitter-receiver is about the same size as and was
>a "competitor" of the Collins AN/ARC-2.  

--wasn't the RTA-1B earlier than this?
and in fact, a civilian airlines rig, probably seen very rarely
in any military usage? as for competitor to ARC-2, the airlines
did not need variable tuning. specific national channels were 
defined, so you only needed a certain number of crystal controlled
channels for the aircraft, at least for HF.
hue

------------------------------
Message-Id: <3.0.5.32.19990419020024.007be690@proaxis.com>
Date: Mon, 19 Apr 1999 02:00:24 -0700
To: Old Tube Radios <boatanchors@theporch.com>
From: Hue Miller <kargokult@proaxis.com>
Subject: Re: Loktals
Cc: "Old Tube Radios" <boatanchors@theporch.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

At 02:10 AM 4/18/99 +0000, Steve wrote:
>Greetings;
>
> I formerly held the same reaction until I attended a seminar given 
>by Bro. Patrick Dowd at the '75(?) Shelby hamfest. 

>Among the mfgs that adopted totally were Zenith, Philco, R.M.E.,
>Silvertone(Noblitt-Sparks OEM?), and others. Some, such as Halli,
>(I.E; SX-42) used them in a mix with other types when their
>characteristics were most ideal for the circuit application.

---RME is probably the only communication receiever manufacturer
to use them all the way thru a receiver.  Zenith had some Trans
Oceanics with the 1-volt loktals, didn't they? the others mixed-n-
matched, Halli just using the 7F8 in the mixer slot of its FM
receivers SX-42,43,62.

>I have thought the loctal series quite the best of the "big" old
>recieving tubes, the last "big" tubes developed for TV & audio were 
>essentially similar without the metal shell and with cheaper & much
>flimsier construction.
>
>Regards; Steve

--yes, these are definitely fine bulbs. altho, you really have to look
hard at the swapfests to find any other than the 7 series. the 1-volters
are hard to find, and heaven help you if you need the 14 series for
an ARC-12 receiver, or a 28D7 for your MBF. you'll probably have to
buy those last ones by mail.
i note that Germany had a tube similar to loktal altho i don't think
the pin size is quite the same. 
these were used in the WR-1/P "morale radio" by Blaupunkt
and probably other sets as well, tho not in the common, high volume
production combat equipment.
hue  ka7lxy

------------------------------
From: "Jim Berry" <basalop@gte.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: Loktals
Date: Mon, 19 Apr 1999 03:46:24 -0700
Message-ID: <004301be8a51$de8fc260$fd49fdd0@default>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit


Take a trip to this site and see where the idea of the loctal tube actually
probably came from.
http://www.netcomuk.co.uk/~wwl/old.html

Jim K7SLI

> i note that Germany had a tube similar to loktal altho i don't think
> the pin size is quite the same.
> hue  ka7lxy
>

------------------------------
Message-Id: <v03102803b340c32ea252@[134.53.65.12]>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Date: Mon, 19 Apr 1999 07:41:10 -0400
To: Old Tube Radios <boatanchors@theporch.com>
From: Jim Garland W8ZR <4CX250B@miavx1.acs.muohio.edu>
Subject: Annual Request: FPM-200 owners update

Hi Gang,

I'm trying to update my owner's list of Hallicrafters FPM-200s.  The 13
owners on my list account for a total of 16 radios, including several
prototypes or radios that seem to have been assembled from spare modules.
My list of owners is:

AA4RM	Marty	1
W0TUP	Nels	1, w. mobile mount
W8ZR	Jim	1, w. mobile mount/AC supply
K6DGH	Peter	1, w. AC supply, some problems
N4CH	Herman	1
HB9AQS	Hans	1, assembled from modules
WD5EOG	Chuck	1
W9PJ	Paul	1
W9RAN	Bob	1+parts radio, many spare parts
N4FS	Mike	3+, incl. prototype owned by Curtis LeMay
KC9GQ	Richard	1
KA6UUP	Chuck	2, includes prototype with RCA jacks
WB5IFH	Arlie	1, untested

If I've left you off the list, or you've sold your radio, or know of
another radio not on my list, please let me know the details.  I've not
been very successful obtaining serial numbers or other information about
rigs on the list (Is the power supply, mobile mount, original manual
included? Is the radio fully functional, partially functional, inoperative?
How is the cosmetic condition? Etc.), so I'd appreciate any information
about your FPM-200s that I might not already have. Thanks very much.

73,

Jim Garland W8ZR

------------------------------
Message-ID: <371B2CF0.E3E38A59@groupone.net>
Date: Mon, 19 Apr 1999 06:17:36 -0700
From: Dan Arney <kn6di@groupone.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: old ARINC HF rig
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Hue, You are correct. The airlines went to variable freq. units when the
aircraft were used in International service. As you stated in Domestic
service there were a set number of frequencies that were required. With
the advent of the jets they all went to 6XX series of equipment. By that
time Bendix was pretty much out of the HF and into Radar for aircraft.
Collins had a field day trying to catch up with WX radar over Bendix.
Collins color RADAR finally caught up. The HF rigs now to meet the
International freq. requirements all use 280,000 channel or PLL tuning,
no CW, RTTY just USB/LSB and AM of which I do not remember using after
the 60's. The RTA-1B was a good piece for its time. WE also made a unit
very similar and was also known as the ARC-1 which was used by the
Military.
MY .02
Hank

------------------------------
Message-Id: <3.0.5.32.19990419094410.007f7100@mail1.coastalnet.com>
Date: Mon, 19 Apr 1999 09:44:10 -0400
To: Old Tube Radios <boatanchors@theporch.com>
From: Al Parker <anchor@coastalnet.com>
Subject: Re: tube mobile, NCX-3
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Hi Buzz,
	I'm surprized no one has answered with "war stories".  Mine aren't really
that, but some reminiscing/etc.  I first mobiled at age 16, 1958, in the
car my mother used to go to work.  I got to use it.  Had a 2-tube 10m AM
xtal ctrl rig, don't remember the make, but an odd one.  Used Gonset Super
6 conv. to the car  radio.  Dynamotor for B+.  It was small, but you sure
could hear it when it ran.  Probably ran the battery near dead a few times,
as I'd go up on the local "mountain" at nite, turn off engine for quiet.
	My later mobiling was SS, TenTec, in a Chevette, then Pontiac diesel
wagon.  The diesel was great for mobiling, no ign. noise, + had 2 batteries
in parallel.  No worry of running low.  Used home-brew mounting, carpenter
style.  
	On the NCX-3, it'd be OK.  A friend used one in the late '70's.  He lived
in a trailer, in a small valley surrounded by close hills, so it was his
main source of QSO's.  The National DC P.S. will probably be hard to find,
but the Heath HP-13 can surely be used, and much more common.  Run stout
12v lines to it, use a breaker in the + line, at the battery.  You also
might find a Drake supply.
	Good luck, keep us posted with your progress.
73,

Al, W8UT
New Bern, NC
Boat Anchors appreciated here
anchor@coastalnet.com

------------------------------
Message-Id: <199904191346.GAA24398@raven.prod.itd.earthlink.net>
Subject: Re: Loktals
Date: Mon, 19 Apr 1999 08:46:12 -0500
From: "Joseph W. Pinner" <kc5ijd@sprintmail.com>
To: Old Tube Radios <boatanchors@theporch.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="US-ASCII"

>or a 28D7 for your MBF. you'll probably have to
>buy those last ones by mail.

Hue et al,

If you need some of these, let me know. I have quite a few NOS ones. More 
than enough for my MBF. 

BTW - is yours operational? I have not gotten around to mine (too many 
projects, too little time syndrome). It was modified by a previous owner 
for 6 meters and is missing the two covers for the front panel adjustment 
controls. 

73

Joseph W Pinner +
Lafayette, LA
KC5IJD / NNN0PHR
EMail: kc5ijd@sprintmail.com 

------------------------------
Message-ID: <371B57BE.49E57D32@facstaff.wisc.edu>
Date: Mon, 19 Apr 1999 11:20:14 -0500
From: Clark Thompson <cmthomp1@facstaff.wisc.edu>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Receiver Multicouplers
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Greetings:

Could someone please post the URL for W.J. Ford again?  For some reason I
can't find them using the common search engines and I trashed the original
posts.

Thanks,

Clark, KD9QI


------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Waters Compreamp
Message-ID: <19990419.100433.181.9.w1nml@juno.com>
MIME-Version: 1.0
Content-Type: text/plain
Content-Transfer-Encoding: 7bit
From: w1nml@juno.com
Date: Mon, 19 Apr 1999 13:06:35 EDT


Hi gang !

I recently picked up one of these little boxes, model 359. Wondering if
someone might have a schematic. Usual reimbursements apply.

Thanks.

73,............Lock


W1NML/7             AMI #  639
QCWA# 15033
Phoenix, AZ

___________________________________________________________________
You don't need to buy Internet access to use free Internet e-mail.
Get completely free e-mail from Juno at http://www.juno.com/getjuno.html
or call Juno at (800) 654-JUNO [654-5866]

------------------------------
Message-Id: <2.2.32.19990419180842.00d86f7c@ntpop.usnews.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Date: Mon, 19 Apr 1999 14:08:42 -0400
To: Old Tube Radios <boatanchors@theporch.com>
From: Avery Comarow <acomarow@usnews.com>
Subject: FS and wanted: manuals for Kenwood TS-820S

Looking for an original of the operating manual.

Selling an excellent copy of the service manual--right after I bought it I
found an original!  Must be a corollary of Murphy's Law.  Anyway, I'll sell
the copy for the $25 I paid, shipping included.

Anybody got a parts 820 they'd be willing to extract the send/rec paddle
switch from?

Best, Avery W4OGK

------------------------------
Message-ID: <000101be8a94$0fe659e0$6e271ed1@wa5jci>
From: "Spencer Petri" <wa5jci@flash.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Belton Fest
Date: Mon, 19 Apr 1999 13:40:11 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Greetings,

This was an excellent fest, with lots of goodies. I came back with an RAK
receiver, a BECO Impedance Brideg Model 250-c1 and some non-BA stuff.

Can anybody supply a manual copy for the BECO?

Met a number of BAers.

Thanks,

es 73 de Pete WA5JCI

6 meter VUCC # 361
2 meter VUCC # 346

------------------------------
Date: Mon, 19 Apr 1999 09:26:39 -0400
Message-Id: <199904191326.JAA11021@brill.shiva.com>
From: John Shriver <jas@shiva.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Loktals

The problem I've had with Loktal tubes is pin alignment.  I've broken
the glass to metal seals on more than a few when trying to test them
on my TV-7/U tube tester.  (Click, phhtt.)  Is this a normal problem,
or am I suffering from the excessively heavy-duty sockets on the
TV-7/U?

------------------------------

End of BOATANCHORS Digest 2509
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